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BANDO Air powered

Extrusion pumps for high viscous fluid

# Updated reliable performace

# Improved application to diverse working condition
# Easy maintenance

# More suitable fluid supplying

# Working pressure 120 bar ~ 350bar
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Improved Bando’s extrusion pumps are specially designed for high
viscose fluid which are needed for various industry field.

Depending on the type of fluid and various job need,

you can choose 200 liter, 20 liter or portable type.

24:1 ~ 58:1 pressure ratio is applied to specific materials.

Dual and single post type pumps which are moving by air pressure
are suitable to work with the 100,000 centipoise viscous material.
For the fluid which are Less than 100,000 centipoise,

the inductor type pump can be applied to.

Change over system will satisfy you with uniform material supplying,
so that it can be applied to more accurate working condition.

All pumps are possible to supply with stainless steal hydraulic
section.
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Change over system

Change over system can satisfy you with uniform material supplying,
so that it can be applied to more accurate working condition.
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Model No. : BD-C.0.S 401
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Model No. : BD-C.0.S 581

You don't need to stop the production in order to change empty container with
Bando’s change over system.

When first container is run out of empty, the second pump is autowatically pumping

the second container.
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Drum extrusion pumps

Bando’s 200 liter drum extrusion pumps are well designed to work in high
visicous material up to 100,000 centipoise. Up and down stroke can easily
moved by air pressure dual post.
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Model No. : 960-581

Model No. : 960-401

[Technical Datal

BD 960-581 BD 960-401 Unit
Pressure ratio 58:1 401
Operating air pressure 3-6 3~6 bar
Discharge pressure Max. 350 240 bar
Pump stroke 120 120 mm
Delivery Max. 16 11.4 liter/min
Pump speed Max. 80 80 cycle/min
Air inlet size 3/4 3/4 inch
Fluid inlet 11/4 11/4 inch
Fluid outlet 1 1 inch
Flow volume 200 143 cc/eycle
Inductor ring size 584 584 mm
Ram air inlet size 1/4 1/4 inch
Ram dimension 1,067 % 670 < 1,563 1,067 X670 %< 1,563 mm(L % W X H)
Pump unit weight 330 320 kg




Dual - Post Pail Pumps

High pressure extrusion pumps enable to transfer high uiscous fluid.

Bando’s extrusion pump will save expensive fluid with preventing drift when it is
transferring .thereby, customers are able to reduce labor costs and achieve
the efficient progress.

BIERY EXTRUSION PUMPE N B R TEMBIE
X 2] EXTRUSION PUMPZELET A& & ER kA%,
ALURCEAENLZFXY. SABEMRE LERE

Model No. : 990-581 Model No. : 990-401

[Technical Datal

BD 990-581 BD 990-401 Unit

Pressure ratio 58:1 40:1

| Operating air pressure 3~6 3~6 bar
Discharge pressure Max. 350 240 bar
Pump stroke 120 120 mm
Delivery Max. 16 11.4 liter/min

| Pump speed Max. 80 80 cycle/min

| Air inlet size 3/4 3/4 inch
Fluid inlet 11/4 11/4 inch
Fluid outlet 1 1 inch

| Flow volume 200 143 cc/cycle

"Inductor ring size 295 295 mm
Ram air inlet size 1/4 1/4 inch
Ram dimension 650 % 480 % 700 650 % 480 x 700 mm(L X W xH)
Pump unit weight 165 142 kg




Single - Post Pail Pumps
Updated from conventional pumps
Bando's transfer pump has been developed to move the high viscous fluid.

These highly performig pumps are upgraded from conventional pump which eccasionally
makes trouble during transferring.
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Model No. : 990-582 Model No. : 990-402 Model No. : 980-581 Model No. : 980-401

[Technical Datal

BD 990-582 | BD 990-402 | BD 980-581 | BD 980-401 Unit '
Pressure ratio 58:1 40:1 58:1 401 |
Operating air pressure 3-6 3-6 3-6 3-6 kg/em
Discharge pressure Max. 350 240 350 240 kalem
Pump stroke 120 120 120 120 mm
Delivery Max. 16 114 16 11.4 liter/min
Pump speed Max. 80 80 80 80 cycle/min
Alrinlet size 3/4 3/4 3/4 3/4 inch
Fluid inlet 11/4 11/4 11/4 11/4 inch
Fluid outiet 1 1 1 1 inch
Flow volume 200 143 143 143 cclcycle
Inductor ring size 295 295 295 295 mm
Ram air inlet size 1/4 1/4 1/4 1/4 inch
Ram dimension 650 480 > 700 | 650 * 480700 | 450 < 390 < 650 | 450 390 < 650 | mm(L * W < H)
Pump unit weight 165 142 140 130 kg




Pail extrusion cart type pumps

Bando's new cart type of easy-to-carry pumps will give you more satisfaction.
You can get high performance in any working condition of Grease delivery.
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Model No. : BES-501 Model No. : BES-502

[Technical Datal

BES-251 BES-501 BES-252 BES-502 Unit

Pressure ratio 25:1 50:1 25:1 50:1

Working pressure Max. 175 350 175 350 bar

Air pressure range 3~7 3~7 3~7 3~7 bar

Pump speed Max. 60 60 60 60 cycle/min

Cycles per Gallon 60 240 60 240

Cycles per Liter 15 60 15 60

Air motor diameter 41/4(108) | 41/4(108) | 41/4(108) | 41/4(108) mm

Stroke 4(102) 4(102) 4 (102) 4 (102) mm

Air inlet 3/8 3/8 3/8 3/8 in. NPT(F)

Fluid inlet Priming Priming Priming Priming | Priming piston

Fluid outlet 1 1 1 1 in. NPT(F)
| Weight 67 67 53 53 kg




Pail extusion cart type, can type pumps

Well designed bando’s new pumps enable you to get high efficiency in field of Grease delivery.
These pumps are much lighter and suitable to any needs of Grease delivery.
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Model No. : BES-522 Model No. : BES-521

[Technical Datal

BES-522 BES-521 Unit
Pressure ratio 50:1 50:1
Working pressure Max. 350 350 bar
Air pressure range 3~7 3~-7 bar
Pump speed Max. 60 60 cycle/min
Cycles per Gallon 240 240
Cycles per Liter 60 60
Air motor diameter 4 1/4 (108) 41/4 (108) mm
Air inlet 3/8 3/8 in. NPT(F)
Fluid outlet 1 b in. NPT(F)
Weight 53 kg




Bare pump for extrusion pumps system

Bare pumps are the best fitted for Bando's extrusion pumps.

The BD 581-100 is suited for BD 990-581 & BD 960-581 and The BD 401-100 is suited
for BD 990-401 & BD 960-401.

All these bare pumps are well designed to deliver higher viscos fluid efficiently.
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Model No. : BD 581-100

[Technical Datal

Model No. : BD 401-100

' BD 581-100 BD 401-100 Unit
Engine diameter 260 180 mm
Piston run 120 120 mm
Capacity Max. 16 11.4 liter/mm
Cycles Max./min 80 80
Cycles/Liter 5 7
‘Air pressure 3~6 (40~90) 3~6 bar(psi)

at 3 bar 2,800 at 3 bar 1,600 liter/min
Air consumption at 5 bar 3,200 at 5 bar 2,000 liter/min
at 6 bar 3,400 at 6 bar 2,400 liter/min
Air inlet 8/4 3/4 inch
Material inlet Disc valve Disc valve disk valve
Material outlet 1 1 inch
Total length 1,300 1,300 mm
Pumping unit size 550 % 350 550 % 280 mm
Weight 75 65 kg
Packings Teflon, Leather Teflon, Leather
Service kit hyd.section Ref. 581-581 Ref. 401-581
Service kit motor Ref. 260-260 Ref. 400-260




Bare pump for extrusion pumps system

These bare pumps are the best fitted for Bando’s extrusion pumps.

The 252-500 & BES 252-250 are suited for BES 251 & BES-501 and The BES-252 & BES-502.
The 521-500 is suited for BES-521 and BES-522

All these bare pumps are well designed to deliver higher viscos fluid efficiently.
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Model No. : 252-500 (50:1) Model No. : 521-500
Model No. : 252-250 (25:1)

Accessories

Pail Disk Pail Disk Air Regulator Kit

o

Model No. : 402-240 Model No. : 250-242 Model No. : 407-651

A. 56mm
B. 64.5mm
C. 68.5mm



BANDO’s efficient rams

Up and down stroke can be easily moved by air pressure dual post rams.
It can be fitted on inner side of drum and pail tight so that can save cost and get best result

Model No. : 550-200 Model No. : 990-580 Model No. : 990-585

Single post rams for pail & cart pump

Model No. : 500-200 Model No. : 500-100 Model No. : 850-100



FLOW GUN SERIES

Bando's flow gun is designed for customer’'s convenient application to any kinds applied sealant

Long and light pistol grip of these sealant guns make you reduce your physical power.

Each gun is durable under 5,000psi pressure .
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Model No. :980-350

Model No. : 880-355

Model No. : 990-550(ST Flow Gun)

[Technical Datal

Model No | 980-350
Inlet pressure Max. 350 Bar (5,000 psi)
Standard fluid inlet M16 11.5(M)

1/4” bps
Fluid inlet on request | 3/8"bps

1/4” bps
Weight 500 grams
Applications industrial sealants

industrial adhesives

[Technical Datal

Model No 880-355
Inlet pressure Max. 350 Bar (5,000 psi)
Standard fluid inlet 3/8
' 1/4" bps
Fluid inlet on request | 3/8"bps
1/4"bps
Weight 500 grams
Applications | industrial sealants

industrial adhesives

[Technical Datal

Model No

990-550

Inlet pressure Max.

350 Bar (5,000 psi)




High Pressure Flow Regulators

Bando's High Pressure regulators are used in high pressure system by controlling
the presure of gun or distribution.
They are all built in carbon steel.
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Fluid Pressure Regulator Model 950—635 I
Maximum inlet pressure 350 bar(5000psi)
Governing field 70/320 bar(1,000-4,650 psi)
Maximum delivery 13.5 litre/min (3.7gpm)
Fluid inlet 3/4" NPT (F)
Fluid outlet 3/4" NPT (F)
Service kit REF. 950—-100

Fluid Pressure Regulator Model 920-661
Maximum inlet pressure 350 bar(5000psi)
Governing field

— Standard version 70/350 bar(1,000—5,000 psi)

Maximum delivery 8litre/min (2.1gpm)
Fluid inlet 3/8" NPT (F)
Fluid outlet 1/4" NPT (F)
Service kit REF. 920-100

Fluid Pressure Regulator Model 920-610
Maximum inlet pressure 350 bar(5000psi)

Governing field
— With special spring(on request)t 20/ 70 bar(300—1000 psi)

Maximum delivery 8litre/min (2.1gpm)
Fluid inlet 3/8" NPT (F)
Fluid outlet 1/4" NPT (F)
Service kit REF. 920-100
Model 120-819
Maximum inlet pressure 350bar (5000psi)
Governing field 70/320 bar (1000~4,650psi)
Maximum delivery 8litre/min (2.1gpm)
Fluid inlet 3/8" NPT (F)
Fluid outlet 3/8" NPT (F)
Service kit REF.120~100
Model 101—-895
Maximum inlet pressure 4 bar (60psi)
Governing field 0/4bar(Q~60psi)
Maximum delivery 11.4litre/min (3gpm)
Fluid inlet ~ 3/8" NPT (F)
Fluid outlet 3/8" NPT (F)

Service kit REF.101~100




