-Global leader in spraying / coating
NERECE http:/fwww.bandopump.co kr|

Experience maximum output, best quality and price
with BANDO Air-Assisted & Aireless spray unii




A% NN AHAYA &3 (ELECTRICAL AIRLESS PUMP)

Model : 700E

EE 1 QHEof, FE(W,AR) 7HF, HIWARHE.
Applications: Interior, Housing, Furniture, Office, etc
Mo del p Supl Motor Power Max, Pressure | MaxFlow Volume Size Weight
ode ower Supply (Kw) (Bar) (L/ Min) (LXWxHem)  (Kg)
600E 220V,50/60Hz 0.75 240 6.0 50 X 38 X85 35
700E 220V,50/60Hz 0.75 160 7.0 52 X 38 X85 36
HEALE 2 AMZAL 2 TAIA I 5 ME JHs
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A% NN YA ST (ENGINE TYPE AIRLET‘: Puﬁb)

i

N
®

E5 (2o, FE (U .L5), 7t SIHARAE.
Applications: Interior, Housing, Furniture, Office, etc
‘ Max, Pressure | MaxFlow Volume Size Weight
Model | Power Supply Engine (Ps) (Bar) (L/Min) (L XW XHem) (Kg)
600G | Gasoline Engine 4.0 240 6.0 68 x47x98 35
700G | Gasoline Engine 4.0 180 7.2 68 X47x98 36
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Model: LMS-210

LR, UL, 4ol A Y ASEFE,
Applications: traffic lane, finishing etc.
40| = =0] Sk HIEB 3R 2F gt £ | HE ZEE | HHEEXZE
Mo del mm mm mm kg liter cm gim cm
LMS-210| 950 750 975 70 15
LBS-215| 950 810 975 90 5 15 20-30 15-20
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A5 F BN R (EFFECTIVE HYDRAULIC POWERED PUI

Model : ST-3030

S5 MUEY HBEL ZYHED URER, SYED 5489 S

Applications: shipyards, metal structures, finishing, other solution etc.

Mo del Power Supply Max, Pressure | MaxFlow Volume Size Weight
Mo tor Engine (Ps) (Bar) (L/Min) (L WX Hem) (Kg)
ST-3030| 220V, 2. KW 5.5 260 11 95 x60 x50 76
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ofojyA M (Airless Gun)

ZU2 M A0 7, 49 459 UERS oo A H
Bando airless gun provides best selection, ability and longest life.

Airless Gun

Model : BD-500

Max. Pressure : 350bar(5,000psi)
Fluid infet size : 1]4PF(M)

Core Material = Aluminum

Airless Gun

Model : BD-663

Max. Pressure : 350bar(5,000psi)
Fluid inlet size : 1/4PF(M) Core
Material . Aluminum

Airless Gun

Model : BD-505

Max. Pressure : 350bar(5,000psi)
Fluid inlet size : 1/APF(M) Core
Material - SCM4

Air—Mixed Guniair-Assisted Gun)
— Model: 3A
e Max. Pressure : 80bar(1,200psi)
S T Fluid inlet size : 1/4PF(M) Core
o Material - Aluminum

- HBANDO



oflfyA o (Airless Gun)

Airless Gun (Tina-Gun)
Model: TG-700

Max. Pressure : 350bar(5,000psi)
Fluid inlet size : 1/4PF(M) Core
Material: Aluminum

Bt 9] o o)g 2 A(AirlessGun)2
19 243 A 7jde g
449 5348 F4EPY Y

Automatic Spray Gun ST Flow Gun Sand Blast Gun
Model: BD-614 Model " 990-550 Model: SBG - 100

Max. Pressure : 350bar(5,000psi) Max. Pressure : 350bar(5,000psi) Core Material - Aluminum
Application : buffing compounds. - precise control of high viscous fluids '

Application : automotive

Zic-rich materials -
sealants/adhesives

fabricated heavy
materials. industrial

Core Material : Aluminum sealants/adhesives ‘
fabricated heavy materials.

Core Material - AL + SCM4
Infet: 1/2NPT(F)
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YA § & L& (Arless Tip & Nozzle)

& &
Standard Tip

Refer to Next Page
Model: BDT - 000

Tip Filter Housing
Model: GG-059
Size: 7/8"+-14(F) X 11/16™+-16(M)

i ] mtadinns
o

High pressure valve
Model: HP-041 Max
- Working pressure

5000psi(350bar)
Size: 1/4+PT X 1/4°+PT

EH | BANDO

= -

Switch tip guard
Model: SG-859 Max.
Working pressure

5000psi(350bar)
Size: 7/8"+ - 14(F)

Tip Nut
Model: GR-159
Size: 11/16”+-16(F)

Switch tip

Pole gun nozzle
Modkel: 980-145 Max.
Working pressure

5000psi(350bar)

Size:1/29-20(M) X 11/16 » 16(M)

High pressure valve

Modtel: HP-830 Max.

Working pressure
5000psi(350bar)

Size: 3/8"+PT(F) X 3/8"+PT(F)



oflofyA Y (Airless Gun)

1
SO uie

289 +9, 2598
Bando airless gun provides best selection, ability and longest life.

A= ooz A 7 ]

Pole Gun
Model Length | Max working pressure | Fluid inler
PG-300 | 3000mm
PG-240 | 2400mm
PG-180 | 1800mm
PG-150 | 1500mm (32‘{1,30";;) PF 1/4”
PG-130 | 1300mm
PG-090 900mm
PG-050 500mm

Long Nozzle Gun

Model : 980-423
MaxiumlInletPressure : 350bar(5000psi)
Weight : 500 grams

Long Nozzle

Model Length | Max working pressure | Fluid inlet
LN-100 100mm

LN-150 150mm

LN-200 200mm

LN-250 250mm 350 tar 7/87-14(F)
LN-300 300mm (5,000psi) x 11/16™-
LN-500 500mm 16(M)
LN-900 900mm

LN-1500 | 1.500mm

LN-1800 | 1,800mm




ofof YA M (Airless Gun)

Extension Bar

Model | Length | Max working pressure Fluid inlet
EB-300 | 300mm

EB-500 | S500mm

EB-900 | 900mm 350 bar 1/27-20
EB-1,300| 1,300mm (5.000psi) w 142720

EB-1.500| 1,500mm

EB-1,800| 1.800mm

Multi Roller Gun
Model : 980-320
Maxium Inlet Pressure : 350bar(5000psi)

Fluid inlet size : M16X1.5(M)
on request - 1/4”+ BSP(M)
1/4”+ NPS(M)
3/8"+ BSP(M)
Weight : 500 grams
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AMAY (Accessories)

Surge filter High pressure hose
Size: 40mesh, 60mesh, 100mesh D:1/4, 3/8in
Max, Working pressure
5000psi(350bar)

Twin—gun nozzle Gun nozzle Pole gun nozzle
Mocael: TN-236 Max. Modkel: DS-235 Max. Modkel: 980-237 Max.
Working pressure Working pressure Working pressure
5000psi(350bar) 5000psi(350bar) 5000psi(350bar)
Size 7/ +-14(F) X 1116+ X 16(M) Size :7/8™+-14(F) X 11/16+ X 16(M) Size :3/8"+-18(M) X 11/16’+- 16(M)
=__ e ,J - - = J
Tip filter Pole gun nozzle
Model: TF-60, TF-80, TF-100 Modkel: 980-146 Max,
Size: 60mesh, 80mesh, 100mesh Working pressure
5000psi(350bar)

Size:1/2»-20(M) X 11/16 = 16(M)

BANDO | [E



a8 (Agitator Series & Impeller)

7. Air consumption / speed
Air consumption vs. speed

1. Model: 1AM o b

2. Recommended speed : 500 - 6,000rpm. g 50 : Z £
3. Maxium operating pressure : 100psi(7bar) éii 5 % . %
4. Power: 1/3 HP(0.25kw) - i L :
5. Capacity : 20~40 LITRE 2 oo e ofHEd w E
6. Application : Low-viscosity % 2000 4000 6000 000 10000 ®6" 500 1000 1500 2000 2500 3080

SPEED-RPM (OUTPUT)

Model : 1AM-ST4 Model : 1AM-ST20 Model : 1AM-SC20 Model: 1AM-AG20
HP:1/3 HP:1/3 HP:1/3 HP:1/3

Standard Capacity: 4 Standard Capacity : 20 Standard Capacity : 20 Standard Capacity : 20 Liter
Liter Liter Liter Application : Low-viscosity
Annlication : | ow-viscosity Application : Low-viscosity Application : Low-viscosity

T

Model : IM-96 Model : IM-126 Model : IM-180 Model : IM-300
Materal : Aluminum Materal - Aluminum Materal = Aluminum Materal : Stainless Steel
Diameter: 96mm Diameter: 126mm Diameter: 180mm Diameter: 300mm
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TIP tor maximum productivity

The tip is very important in productivity, because the tip decides the fluid volume and the size of the pattern
choosing suitable tip gives you the best control and the minimum overspray.
The bellow table is our recommendation for choosing the oppropriate tip.

Delivery( I/min) Fan width and Tip diameter
Description
B 1 2 S 4 5 6 7 8 9
50-100 100-150 150-200 200-250 250-310 310-360 360-410 410-460 460-510

07 0.15 107 207 307 407
09 0.27 109 209 309 409 509 609
11 0.42 111 211 311 411 511 611 711 |
13 0.61 113 213 313 413 513 613 713 813
15 0.8 115 215 315 415 515 615 715 815
17 1.02 117 217 317 417 517 617 717 817 917
19 1.29 119 | 219 319 419 519 619 719 819 919
21 1.59 121 221 321 421 521 621 721 821 921
23 1.89 223 323 423 523 623 723 823 923
25 2.27 225 325 425 525 625 725 825 925
27 2.65 227 327 427 527 627 727 827 927
29 3.07 0.87 229 329 429 529 629 729 | 829 929
31 352 1.10 231 331 431 531 631 731 831 931
33 3.97 1.36 233 333 433 533 633 733 833 933
35 450 1.7 235 335 435 535 635 735 835 935
37 5.03 2.08 237 337 437 537 637 737 837 937
39 5.60 254 239 339 439 539 639 739 839 939
43 6.85 3.63 343 443 543 643 743 843
47 8.14 5.11 347 447 547 647 747 847
51 9.69 7.15 351 451 551 651 751
55 11.32 9.27 455 555 655 755
59 11.92 459 559 659 759
63 15.14 463 563 663 763
67 18.93 567 667
71 671

1. The inner line in the table are the standard tips, if you need the others, please contact BANDO and confirm delivery time and stock.
because the other tips excepting them in the inner line are special products.
2. The fan width is measured at 300mm from the surface being sparyed.
3. The delivery is measured in the bellow conditions.
A -250CPS , 110kgf/cm®
B - 56,000CPS, 110kgf/cm’

S
/ 6n 619
example) —|_—Tip diameter (0.019in)
\ 6in half of fan width
Y

300mm
sanDo | B
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k ) BAN DO COATING MACHINE INDUSTRY
Byuk San Digital Valley 1F 106-107,
#132-7, Gamjeon-dong, Sasang-gu,
Busan, Korea.(Zipcode:617-800)
Tel : +82-51-329-7788~90,7799
Fax : +82-51-329-7800, 7755
http://www.bandopump.co.kr
e-mail:bando@bandopump.co.kr




